
DOULTON CERAMIC
Excellent Bacterial Protection

1 MICRON CARBON BLOCK
Removes Chemicals

1

2

ION EXCHANGE RESIN
Reduces Lead & Heavy Metals3

 Doulton Ultracarb Ceramic COUNTERTOP

Scrub Clean Filter Portable Easy  to Install Bacterial  Removal 

Enjoy Pure Water 



www.watershop.com.au

DOULTON  ULTRACARB  COUNTERTOP

3 STAGE FILTRATION Ceramic1 Carbon Block2 Ion Exchange Resin3

The Water Shop  - North Coast
P O Box 295 Byron Bay, NSW 2481, Australia

Tel: 61 2 6680 8200    Fax: 61 2 6680 8211

Email: alan.f@ozemail.com.au
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% REDUCTIONIMPURITIES

ZINC

100.0ESCHERICHIA COLI

99.9IRON, LEAD, MANGANESE ,CADIUM

99.9RESIDUAL CHLORINE CONTENT

99.9COPPER, MERCURY

TRIHALOMETHANES (THM)

99.3BROMODICHLOROMETHANE

99.3BROMOFORM

99.5CHLOROFORM

99.3DIBROMOCHLOROMETHANE

98.7ALUMINUM

99.7

METALS

FILTRATION TEST RESULTS FEMALE TAP FITTINGS

THICK WASHER

THIN WASHER

ADAPTER

REMOVE AERATORA

CONNECT DIVERTER VALVEB

PURE DRINKING WATER

CERAMIC

CARBON

RESIN

600 150

500 125

400 100

300 75

200 50

100 25
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Pressure (psi)

23/4 inch diameter Imperial

Rate

(l/hr)

(US

galls/hr)FLOW PRESSURE CHART

50 60 70 80 90

* Recomended change of cartridge every 12 months 

5,000 litres *Filter Output

Dimensions (CM) 32cm(H) x 14cm(W)

3 LPM

5 years*Warranty

Max Flow Rate (Litre per minute)

0.9 Micron AbsoluteMicron Rating

REMOVE AERATORA

CONNECT DIVERTER VALVEB

MALE TAP FITTINGS

3 STAGE FILTRATION

+ +

SCRUB CLEAN WITH SCOTCH BRITE®


