
N.A.S.A. DEVELOPED - AQUASPACE
CARBON COMPOUND

Ultra-•ne Bacterial & Parasite Protection

Complete Bacterial RemovalCScrub-Clean, Ceramic Pre-Filter
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DOULTON CERAMIC WITH
AQUASPACE CARBON COMPOUND
TRIPLE UNDERSINK FILTER
NOW WITH FLUORIDE REMOVAL

NEW

0.2 MICRON - DOULTON CERAMIC
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Superior Chemical, Heavy
Metal Removal

Fluoride Removal

Enjoy Pure Water



www.watershop.com.au

The Water Shop - North Coast
P O Box 295 Byron Bay, NSW 2481, Australia
Tel: 61 2 6680 8200    Fax: 61 2 6680 8211
Email: alan.f@ozemail.com.au, Mob: 0418 108 181
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* RECOMENDED CARTRIDGE CHANGE : Aquaspace/Superblock & ABA2000FL  - 1 year,  Sterasyl - 2 years.

5,000 litres *Filter Output

Dimensions (CM) 40 x 38 x 14 cm

3 Litres per minute

5 years*Warranty
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CHOICE OF FITTINGS

SCRUB CLEAN WITH SCOTCH BRITE!
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ABSOLUTE FILTRATION

Brass Tee 1/2º Tap Connecter 3/4 ªDishwasher 
TAP WATER FILTERED  WATER

Developed by NASA to far exceed the contaminant removal abilities of any other Þlter whilst leaving
in beneÞcial minerals such as calcium and magnesium. Having to develop aÞltration media capable of
protecting against potential radioactive contaminat ion and in emergencies for astronauts to produce 
portable water from urine has given the AQUASPACE unique features for the removal of organic-
inorganic chemicals, heavy metals and nitrates, herbicides, pesticides and many other contaminants. 
Physically this Þlter has a pore size of 1 micron but the patented absorption process is such that it easily
removes and retains contaminants under half that size. 

One gram of the AQUASPACE media has an absorption area of 2000 sq metres. When tested by an 
independent lab in the USA, contaminated city water Þltered through an AQUASPACE cartridge was
shown to have identical taste and purity when compared with Evian Bottle water.

AQUASPACE CARBON COMPOUND

DOULTON - STERASYL CERAMIC CARTRIDGE

FLUORIDE REMOVAL 
The ABA2000FL® cartridge is a new and 
improved high yield activated aluminum oxide 
specifically formulated for the removal of fluoride 
from drinking water by Omnipure Filter Company, 
USA., the world's largest and most reputable 
water filtration company. ABA2000FL has an 
unusually high surface area of more than 350 sq. 
m./gram of material which allows more efficient 
removal of the fluoride ions. 

DOULTON STERASYL + AQUASPACE  OR SUPERBLOCK  TRIPLE UNDERSINK
FILTER - NOW WITH FLUORIDE REMOVAL


